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Alpha Line-Plus

High Performance Alpha Line Plus RCA
Balanced Audio Cable

Fillers

Insulation

Barrier Layer

Conductor

Features

* a (Alpha) OCC conductor (Balanced type).

* High performance FP-110 gold-plated a (Alpha) OCC conductor

* Special grade high density polyethylene foam Insulation (Red, White)

* Tow cores with cotton filler twisted together, barrier layer wrap with resonance
suppressing unwoven tape

* Package: Length 1.0 m/pc, 2cps/set.

Alpha Line-2

High Performance Alpha Line 2 RCA
Jacket Balanced Audio Cable

Fillers
/ Insulation
Features

Shield - * a (Alpha) U-OFC solid core conductor (Balanced type).

/ * High Performance FP-160 a (Alpha) copper alloy gold plated
RCA connectors

* Special grade polypropylene Insulation

* Package: Length 1.0 m/pc, 2cps/set.

Barrier Layer

Conductor

Alpha Line-1

High Performance Alpha Line 1 RCA
Audio Cable

WHAT HI-FI?
SOUND AND VISION
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Jacket

Features

* a (Alpha) U-OFC conductor

* High performance FP-160 a (Alpha) copper alloy gold plated
RCA connectors

* Special grade polyethylene Insulation

* Package: Length 1.0 m/pc, 2cps/set.

Conductor
Insulation

Shield
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The best in high performance, high value audio
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